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The tribological responses of palm oil and soybean oil, combined with two commercial 
antiwear additives (zinc dialkyl dithiophosphate and boron compound), were investigated at a 
lubricant temperature of 100 °C and under severe contact conditions in a reciprocating sliding 
contact. The friction coefficient of palm oil with zinc dialkyl dithiophosphate was closest to 
the commercial mineral engine oil, with a 2% difference. The soybean oil with zinc dialkyl 
dithiophosphate produced a 57% improvement in wear resistance compared to its pure oil 
state. The existence of boron nitride in vegetable oils was only responsive in reduction of 
wear rather than friction. The response of commercial antiwear additives with vegetable oils 
showed a potential for the future improvement in the performance of vegetable oils. 
 




Commercial lubricants used in automotive engines are mainly manufactured from 
mineral oil (MO) due to its availability, satisfactory performance and cost competitiveness. 
However, the base stocks of MO are non-renewable, not readily biodegradable and not 
environmentally friendly.  Biolubricants, which have vegetable oil as a base, are renewable 
resources and are a potential alternative internal combustion engine lubricant (1). 
Furthermore, the cost of vegetable oil is typically much lower than mineral oil. 
An effective engine lubrication system is multifunctional and is required to reduce 
friction and wear in the engine, transfer heat, inhibit corrosion and oxidation, and remove 
wear debris and contamination. Base oils alone are not able to fulfil these requirements due to 
limited physicochemical properties and thus, they require modification. Many recent studies 
considering biolubricants have focused on the modification of vegetable oils in order to 
produce a better base oils. This can be performed through chemical synthesis (2, 3) or 
formulating the vegetable oils with additives (4). Additives typically represent about 1 to 
25% of a lubricant (5) which may enhance some properties of the base oil or present a new 
property to the oil. Antiwear agents in lubricants are added to improve the wear resistance 
characteristics of contacting surfaces. They form a protective layer to prevent metal-o-metal 
contact by adsorption of their molecules on the substrate surface through physical adsorption 
or chemical adsorption process (6). Among the most commonly used as antiwear agents in 
commercial engine oils are zinc dialkyl dithiophosphate (ZDDP) and Boron compounds.   
 
There are three main mechanisms by which the ZDDP may act as an anti-wear agent 
in oil: by forming a protective film as a barrier to metal-to-metal contact; by removing 
corrosive oxidation products; and by absorbing the iron oxide particles thus limiting abrasion 
(7). Other than working as an antiwear agent, ZDDP is also very effective as an antioxidant. 
The antioxidant characteristic that exists in ZDDP has m de it a potential substance to be 
mixed with vegetable oils since a limitation of vegetable oils is that they are very susceptible 
to oxidation (8). During the initiation process of vegetable oil oxidation, free radicals are 
produced by removing a hydrogen atom next to a carbon double bond of a fatty acid. A 
process is then propagated in which the free radicals react with oxygen to produce a peroxy 
radical. The fatty acid molecule is then attacked by the peroxy radical and the hydrogen atom 
is removed. A hydroperoxide is formed and another free radical. It has been reported that an 
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increase of the hydroperoxide level in oil may increase wear which is related to the 
degradation of oil and producing strongly corrosive element (9).  
 
A number of researchers have reported the tribological performances of ZDDP mixed 
with various vegetable oils including with coconut oil (10), soybean oil (11), karanja oil (12), 
palm oil (13), corn oil (14), canola oil (14) as well as modified vegetable oil like palm oil 
based trimethylopropane ester (15). Many researchers found that the 2% of ZDDP in 
vegetable oils gave the best tribological results (10, 12, 14), particularly the friction and wear 
results from 2 % ZDDP in coconut oil were better compared to a commercial lubricant (SAE 
20W50) when tested by in afour-ball-tester (10). Similar tribological performance was also 
achieved by a four-ball-tester when karanja oil mixed with 2% ZDDP was compared to 
mineral oil (SAE 20W40) (12). The ZDDP performance of palm kernel oil and palm stearin 
has been investigated using a pin-on-disc tribometer at room temperature (13). The friction 
and wear results showed that the palm kernel oil exhibited better performance with 3% of 
ZDDP while the palm stearin was superior at 5% ZDDP (13). Both corn oil and canola oil 
were also seen to give an improvement on friction coefficient at 2% ZDDP when tested by 
pin-on-disk tribometer (14). Evaluation of the addition of ZDDP in lubricating oil was also 
conducted using a four-ball-tribotester with 52100 steel balls. Chemically modified palm oil, 
palm oil-based trimethylopropane (TMP) and the base oil for synthetic lubricants, poly-alpha-
olefin (PAO) (15) were tested. There was no improvement seen in friction behaviour for both 
TMP and PAO added with ZDDP at 1% although the wear resistance was better for a blend 
of TMP and PAO. It has also been reported that the addition of ZDDP to soybean oil gives 
improved wear resistance at higher sliding speeds when compared to tests with the pure oil 
(11). The results presented by a number of authors suggest that varying levels of a particular 
additive are required in different types of vegetable oil to achieve the same result. 
 
Boron nitride is also is used as an antiwear additive in mineral engine oil and is a 
ceramic lubricant that works efficiently in improving wear resistance, especially at high 
temperature (16). Many improvements were found in the tribological performance of mineral 
oil mixed with hexagonal boron nitride (hBN) (17-19). Attempts have also been made to use 
the boron nitride as a vegetable oil additive such as in canola/rapeseed oil (20) and jatropha 
oil (21). It was found that 0.05% of boron nitride in modified jatropha oil reduced the friction 
coefficient and wear scar diameter when tested at 75 °C in a four-ball-tribotester, but any 
further increase in the concentration  resulted in the friction and wear performance being 
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inferior to that of the base oil (21). The tribological performance of hBN in canola oil was 
affected by the surface roughness and the particles shape and size of hBN. Smaller particles 
(typically spherical) easily merge in the asperity valleys to produce a protective film on 
smooth surfaces whereas larger particles (typically plates) behave as a third body abrasive 
due to their size and geometry (20).  
The work already highlighted is limited to unidirectional sliding test rigs. The work is 
also limited by being performed at a lubricant temperature of less than 100 °C which is below 
the typical operating temperatures of lubricants (e.g., a sump of an internal combustion 
engine) (22). Similarly, much higher contact pressures than those used in this previous work 
can be experienced by lubricants (e.g., pressures beyond the typical contact pressure of a 
piston ring (104~105 MPa)) (23).  
 Therefore, in this work, the tribological response of two commercial anti-wear 
additives; ZDDP and Boron compound in palm oil and soybean oil were evaluated at a 
lubricant temperature of 100 C by a reciprocating tribometer. A point contact with an initial 
contact pressure > 1 GPa was applied, leading to a severe contact condition. Grey cast iron 
specimens with a narrow hardness range on intended wear scar were selected prior to testing.  
Surface morphology, elemental analysis and chemical analysis of oils were also conducted to 
support the main results. The tribological performance was then compared with a commercial 
mineral engine oil. 
 
2. Experimental Methodology 
2.1 Specimens, Lubricants and Additives 
To investigate the tribological behaviour, a steel ball (AISI 52100) with 6 mm 
diameter and a rectangular flat specimen (66 mm x 25 mm x 4 mm) made of grey cast iron 
(EN1561-GJL-250) were chosen. The steel balls had an average surface roughness, Ra = 0.03 
たm, a hardness in the range  60-67 HRC, and were held firmly by a brass tube. The flat 
specimen was machined and ground with an average surface roughness, Ra = 0.15 µm. The 
hardness of the flat specimen was measured close to the intended wear scar position due to 
the wide hardness range that is inherent in the grey cast iron (24). Flat specimens with a 
hardness range 200.0~210.0 HV were selected. The geometry of both specimens is depicted 
in Figure 1. 
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Figure 1 - Ball and Flat specimens. 
The vegetable oils used in this study were those used for culinary purposes which consist of 
organic soybean oil (Clearspring, Italy) and refined palm oil (Veesawit, Malaysia). These two 
oils represent the highest volume of vegetable oil consumption globally (1995 to 2015) (25). 
Unrefined soybean oil was chosen because it is more oxidatively stable than the refined oil 
(26). The unrefined palm oil is a semi-solid at room temperature which makes it difficult to 
uniformly blend with an additive. Any type of palm oil is more oxidatively stable than 
soybean oil due to a different fatty acid composition. Thus, a refined palm oil was selected. 
The mineral oil used for comparison was a commercial automotive lubricant oil (SAE 
15W40).  
The commercial antiwear additives used were ZDDP (ZDDPlus, USA) and hexagonal 
boron nitride (hBN) with particle size 0.5 m or less (Ceratec, Germany). The hBN particles 
were dispersed in a small volume of mineral oil as a carrier fluid by the manufacturer. An 
amount of 2% of ZDDP and 6% of hexagonal boron nitride in mineral oil was added in the 
vegetable oils as these are the ratio that was recommended by the manufacturer for optimum 
performance (based on their product sheet).  The scope of this study is to investigate the 
influence of friction and wear of vegetable oil with commercial anti-wear additives which 
have been claimed by the manufacturer to perform well with mineral oil. It is not therefore 
possible to know the amount of ZDDP and boron nitride in this case (a limitation of this 
study). 
 
In previous study of hBN in vegetable oils by Reeves et al. (20), a vortex mixer was 
used for blending so in this work the oil with the additive was stirred by an agitator for 10 
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minutes in order to ensure a uniform blend. The appearance of each oil mixture was observed 
at the end of the stirring process. In order to determine that a uniform blend was produced, 
the oil was checked for the formation of a noticeable layr of different density components, 
or a colour difference.  
 
The lubricant oils were put into the test rig as soon as the stirring process was 
completed and it needed about 45 minutes for the temperature to rise to 100 C. In internal 
combustion engine applications, lubricant oil has usually accumulated for a period of time in 
a different area (e.g. an oil sump) prior to engine starting before lubricating the system’s 
contacts. Therefore, it is not necessary to wait and ensure the particles to settle down in the 
contact area in order to establish a colloidal suspension. The details of lubricants used in this 
study are shown in Table 1. 
 




(mgKOH/g) 40 C        100 C 
1    Mineral Oil              MO             92.45         12.35              2.24 
2    Palm Oil                  PO               38.08         39.35              0.24 
3    Soybean Oil            SBO             30.72          7.10              0.98 
4    ZDDP  
      + Palm Oil              ZD:PO          38.31          7.98           1.98 
5    ZDDP  
      + Soybean Oil        ZD:SBO        30.60          7.36              2.53 
6    hBN in mineral oil  
     + Palm Oil              hBN:PO         38.59          7.85          0.44 
7   hBN in mineral oil  
    + Soybean Oil         hBN:SBO          30.43           7.08          1.21 
Table 1 - Lubricants used in this study and their properties 
2.2 Friction and Wear Test Method 
A reciprocating sliding test rig (Phoenix Tribology/Plint TE77) with a calibrated load 
cell was used to evaluate the coefficient of friction (COF) for all lubricants. During the tests, 
the lubricant temperature was set at 100  2 C, as is typical in an engine oil sump (22). Each 
test ran for 1 hr with a mean sliding speed of 0.13  0.01 m/s and a maximum stroke (15  
0.1 mm) was applied throughout the tests. A few trial tests were initially conducted with 
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different normal loads in order to obtain a measurable and comparable wear scar when 
lubricated with mineral oil. During this process, it was found that the vegetable oil specimens 
produced a much higher mass loss compared to MO specimens. For MO specimens, with 
normal load lower than 40 N, the mass loss was too small to be directly measured. Higher 
load (more than 40 N) increased the contact pressure and thus, increased the depth of wear 
scar for vegetable oils specimens. A normal load of 40  0.1 N was then finalised leading to 
1.7 GPa of Hertzian contact pressure. A schematic of the test rig is shown in Figure 2. 
 
Figure 2 - A point contact of reciprocating sliding test rig. 
The wear performance was established based on the mass loss of each specimen by 
measuring the mass before and after the test. All tests were repeated three times, an average 
value calculated and the standard deviation shown as an error bar in the graphs produced 
(Section 3.2). Single variable analysis of variance (ANOVA) was performed to recognise the 
significant of friction and wear data with level of confidence 95%. In this analysis, the null 
hypothesis is defined as: “all means of experimental data are equal”. The probability of 
obtaining this null hypothesis is defined as P in which lower P value is an indication of strong 
evidence to reject the null hypothesis. Data points are statistically significant if the 
significance level, P value < 0.05. 
In this study, boundary lubrication was targeted as it is usually resembles a more 
severe contact condition, and is often found in engine contacts (e.g. between the piston ring 
and cylinder liner) during the first half of the power stroke (27). In order to determine the 
lubrication regime, the minimum lubricant film thickness, hmin was estimated using a formula 
given by Hamrock et al.(28). Then, the lambda factor ( = hmin/ *) was calculated which is 
based on the ratio between the minimum film thickness, hmin and the root mean square 
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roughness of the two contacting surfaces, * (29). A lubrication regime is boundary if the  
value is less than 1. The values of  factor for different lubricants are shown in Table 2. 
Lubricant hmin (nm)                        
 Initial        Final Initial    Final 
MO  
PO                  
  3.62          3.71   
 2.42          2.45        
0.02       0.04 
0.01       0.01 





  2.45          2.42 
  2.21          2.16 
  2.44          2.46 
  2.19          2.22    
0.01       0.01  
0.01       0.01    
0.01       0.01 
0.01       0.01 
Table 2 - Minimum film thickness, hmin and lambda ratio, , for all lubricants 
2.3 Surface Topography, Morphology and Elemental Analysis 
After each test, the worn specimens were removed from the tribometers and then 
cleaned in acetone for 5 minutes by an ultrasonic cleaner followed by rinsing in isopropanol. 
An optical microscope, scanning electron microscope (SEM) and electron dispersive analysis 
of X-rays (EDX) were used for surface morphology analysis of worn specimens. The surface 
roughness measurements were performed by a two dimensional surface contact profilometer 
at several points across the sliding direction of wear scar. The surface waviness was also 
measured at the centre line, along the wear scar. 
 
2.4 Viscosity, Acid Number, Oxidation Stability and Chemical Analysis of oils 
The dynamic viscosity of the lubricants was measured by a rotary viscometer at 40 C 
and 100C. The acid number (AN) of oil samples was measured according to ASTM D664-
11a. Both new oils and used oils from wear test rig were used for the viscosity and AN 
measurements. In order to determine the oxidative stability of each lubricant, a rotary 
pressure vessel oxidation test (RPVOT) was also conducted according to ASTM D2272-14a 
recording the time for a peak pressure to drop by 90 psi (0.62 MPa). The existence of 
elements in the oil were recorded in part per million (ppm) by a spectrochemical analyser. 
Gas chromatography tests were also carried out on selected oils to analyse the fatty acid 




3. Results and Discussion 
3.1 Friction Analysis 
The average coefficient of friction (COF) as a function of time (60 min) for all 
lubricants is plotted in Figure 3a. Figure 3b highlights the final average value of COF taken at 
the end of each test. The error bars show how much the value differ from the mean value of 
the data. All lubricants exhibited a similar running-in behaviour, starting with a lower COF 
which gradually increased before reaching steady state  after about 30 minutes. The running-
in behaviour in Figure 3a may be caused by the pressure drop due to increase in area of 
contact during the sliding process as the COF is inversely proportional with the mean 
pressure of contact (30). Another possible reason could be due to removal of lubricious 
contaminants from the contact surface gradually increasing the friction (31) or may be due to 
the disruption of an oxide layer on the counter-face thus increasing metallic contact (32).  
 
Figure 3 - (a) Average coefficient of friction profile versus experiment time and (b) Average coefficient of 
friction at 60 minutes. 
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The COF for the MO lubricated specimens (Figure 3b) showed the lowest value 
(0.093) while the highest COF was from specimens lubricated with hBN:SBO (0.116). Based 
on Figure 3b, the ZDDP blended with vegetable oils (ZD:PO and ZD:SBO) gave a reduction 
in their COF while the hBN in vegetable oils (hBN:PO and hBN:SBO) did not show any 
improvement compared to the pure oil state. In the pure oil state, the PO showed a lower 
COF (0.105) compared to SBO (0.112). This result seems to be similar for PO and SBO with 
additives. For example, the ZD:PO exhibited a lower COF (0.095) compared to the ZD:SBO 
lubricated surface (COF=0.099). An interesting COF result was noted on the ZD:PO 
lubricant in which it presented a very competitive value (0.095) compared to the MO (0.093). 
All COF data in Figure 3b shows a significant difference between the mean values when 
tested by ANOVA analysis of single variable (P value < 0.05). 
The spectrochemical analysis of elements for all lubricants is shown in Table 3. 
Typically, the procedure of spectrochemical analysis (mass spectrometry) begins with the 
bombardment of the sample with electrons until it is ionised. These ions are then separated 
and detected by their mass in a magnetic field. The amount of elements in pure vegetable oils 
(PO and SBO) is relatively small compared to other lubricants. It is interesting to note that 
the pure SBO contained calcium (25 ppm), phosphorus (59 ppm) and magnesium (17 ppm). 
These metallic elements are those typically found in a natural soybean oil and are used to 
determine the quality of the vegetable oil before converting to a biodiesel (33). 
Elements MO PO SBO ZD:PO ZD:SBO hBN:PO hBN:SBO 
Calcium 2825 0 25 25 49 120 147 
Zinc 781 1 3 1153 1129 65 65 
Phosphorus 695 0 59 879 917 51 106 
Molybdenum 167 0 0 0 0 350 352 
Boron 43 2 1 3 0 342 357 
Magnesium 32 0 17 0 16 3 19 
Silicon 3 3 2 8 65 5 3 
Aluminium 3 0 0 0 0 5 6 
Iron 1 0 0 0 0 0 0 
Sodium 0 2 3 5 2 4 5 
Lead 0 0 0 0 1 0 0 
Barium 0 0 0 0 0 0 0 
Table 3 - Elements detected in lubricants in part per million (ppm) from spectrochemical test 
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The existence of the additive package present in the commercial MO sample is 
indicated by the detection of calcium, zinc, phosphorus, molybdenum, boron and magnesium 
in the sample. Calcium (calcium hydroxide) is mostly used as lubricant detergent  (to clean 
and neutralize oil impurities) due to its lower cost (34). The impurities in oil can cause 
deposits (oil sludge) on engine components. The molybdenum in the MO sample is from 
molybdenum-dithiophosphate (MoDDP) or molybdenum-dithiocarbamate (MoDTC) 
additives, as these additives have found an improvement result in reducing the COF in engine 
oil (35). These additives could also exist in the MO sample in this study and thus lead it to 
produce the lowest COF. 
The addition of 2% commercial ZDDP in both PO and SBO has led to a significant 
difference in the amount of elements (calcium, zinc and phosphorus) compared to their pure 
oil state. The addition of ZDDP in PO and SBO has lowered the COF compared to their pure 
oil state which is typical for other vegetable oils (e.g., coconut, karanja, corn and canola oil) 
(10, 12, 14). Contrary to the lower friction result found in the ZDDP mixture with vegetable 
oils, the existence of ZDDP alone in base oil increases the friction compared to the oil 
without ZDDP (36). This work revealed (Figure 3b) that ZDDP, besides being known as an 
anti-wear agent and an antioxidant agent, also acts as a friction modifier for vegetable oils. 
The existence of boron and molybdenum are abundantly observed in the vegetable 
oils (PO and SBO) blende  with commercial boron based additive. The small amount of zinc 
and phosphorus that were found in the hbN:PO and hBN:SBO may come partly from the 
mineral oil used by the manufacturer as a carrier fluid for the hBN additive. Although the 
boron were detected in the spectrometer results from analysing the hBN:PO and hBN:SBO 
(Table 3), they did not appear on the worn specimens surfaces as analysed by EDX (Table 4). 
Detection of a light element (boron) by EDX is somewhat difficult due to low photon energy 
that it has which may leads to a high absorption in the specimen and in the EDX detector 
(37). Another possibility was that the boron elements have been removed from the 
counterface during the sliding process and thus, failed to perform their function as an 
effective lubricious film. The particles size of boron nitride used in this study (0.5 m) are 
relatively larger than the average surface roughness of the flat specimens (Ra = 0.15 m). 
This could be the reason why the boron was not merging in the asperity valleys of the contact 
surfaces. Larger particles act as a third body abrasive products and this may increase the 


























































































   
C 3.38 3.79 3.77 2.87 3.71 3.45 3.81 10.96 14.67 14.56 11.20 13.94 13.44 14.65 
O 10.43 1.17 1.43 2.25 2.85 1.52 1.71 25.58 3.39 4.15 6.59 8.04 4.43 4.93 
Si 2.70 3.29 2.91 2.99 2.90 3.05 2.64 3.77 5.44 4.80 4.99 4.67 5.07 4.34 
P 0.72 0.10 0.15 0.16 0.13 0.00 0.14 0.91 0.15 0.22 0.25 0.20 0.00 0.21 
S 1.36 0.04 0.00 0.00 0.09 0.12 0.10 1.66 0.06 0.00 0.00 0.13 0.18 0.14 
Mn 0.73 0.66 0.84 0.81 0.73 0.63 0.75 0.52 0.55 0.71 0.69 0.60 0.53 0.63 
Fe 79.80 90.95 90.91 90.88 89.50 91.23 90.85 56.06 75.73 75.56 76.26 72.37 76.34 75.10 
Zn 0.90 - - 0.03 0.09 - - 0.54 - - 0.02 0.06 - - 
Table 4 - Elemental analysis of wear scar for all lubricant specimens by EDX 
3.2 Wear Analysis 
Table 2 shows the calculated minimum film thickness (hmin) and lambda value (). It 
is found that the lubrication regime for all lubricated specimens was boundary (<1). The 
differences of minimum film thickness between initial and final (end of test) were calculated 
and mainly attributed to the differences in oil viscosity before and after the test (see Section 
3.6). It was found that all lubricants experienced an increase in film thickness except for 
ZD:PO and ZD:SBO. However, the lambda values for most of lubricants did not change. 
The average of mass loss for all specimens at the end of the test is show in Figure 4. It 
was observed that the MO specimens produced the lowest mass loss (0.65 mg) while the 
highest wear was from PO lubricated specimens (45.76 mg). In a pure oil state, the SBO 
produced a lower mass loss compared to the PO counterpart. This result is similar for the 
mixture of SBO and PO with additives, for example the hBN:SBO has a lower mass loss 
compared to hBN:PO. The influence of ZDDP on both vegetable oils has led to a significant 
difference in the wear resistance result.  
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Figure 4 - Average Mass loss of lubricated specimens after 60 minutes. 
Figure 4 shows that the mixture of ZD:SBO (mass loss=18.26 mg) improved the wear 
about 57% compared to pure SBO (mass loss=42.73 mg) while the ZD:PO (mass loss=24.99 
mg) gave wear reduction about 45% compared to pure PO (mass loss=45.76 mg). However, 
only a small amount of mass loss was found in boron compound additives blended with 
vegetable oils. The hBN:SBO (mass loss=37.72 mg) recorded about a 12% improvement 
compared to the pure SBO state while hBN:PO (mass loss=43.61 mg) only improved about 
5% compared to PO alone. The mass loss result for all biolubricant lubricated specimens 
showed a significant difference between the mean of data when tested by the single variable 
ANOVA analysis (P value <0.05). 
The superior wear performance of the MO indicates that the anti-wear additives have 
successfully prevented severe damage to the sliding surface at the severe contact conditions 
applied in this study. This suggests that the antiwear additives (possibly ZDDP) that exist in 
the MO are capable of maintaining a protective layer in preventing metal-to metal contact 
throughout the test. The existence of ZDDP in the MO sample could be shown by a high 
amount of zinc and phosphorus detected by the spectrometer (Table 3). Although lower zinc 
concentrations (781 ppm) were found in the MO (spectrochemical analysis, Table 3) 
compared to ZD:PO (1153 ppm) and ZD:SBO (1129 ppm), the MO produced lower wear and 
friction than these two lubricants. This suggests that, the existence of another element in the 
MO like molybdenum (from MoDDP or MoDTC additive) could potentially acting together 
with the ZDDP in improving the wear and friction performance of MO. The molybdenum, 
however, was not significantly present in both ZD:PO and ZD:SBO. 
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Vegetable oils on the other hand, even though they presented competitiveness in 
friction coefficient; were still far behind in wear resistance performance compared to MO, 
especially in a severe test condition. In considering ZDDP as an additive in vegetable oils, 
both PO and SBO appear to have a capability to provide for the formation of a protective 
layer on the surface of grey cast iron. In a typical lubricant oil with the ZDDP additives, the 
phosphate layer is commonly found on the wear scar and serve as a wear reducing layer (38-
40) which was also reflected by the highest phosphorus amount found on MO lubricated 
specimens (0.72 wt%, Table 4). Although the phosphorus amount on vegetable oils-ZDDP 
was higher (spectrochemical analysis, Table 3), it was discovered that the amount of this 
element (P) detected in worn specimens of ZD:PO and ZD:SBO were not significantly 
different when compared to their pure oil state (EDX analysis,Table 4). This suggests that, 
with vegetable oil, a different mechanism of formation of protective layer from ZDDP (other 
than phosphorus layer) could occur on the surface.  
Zinc may also play this role on the counterface in order to minimise metal-to-metal 
contact. This is shown by the detection of zinc from the result of EDX analysis (Table 4) on 
worn specimens for ZD:PO and ZD:SBO lubricants. In order to determine that the wear 
improvement was solely due to the ZDDP additive, a test of fatty acids composition on PO, 
SBO, ZD:PO and ZD:SBO oils was performed by gas chromatography (Figure 5). It was 
noted that there was no significant difference found in the fatty acids composition of 
vegetable oil-ZDDP mixtures compared to their pure oil state. This indicates that the fatty 
acids compositions in the vegetable oil were not influenced by the existence of ZDDP. 
 
Figure 5 - Composition of fatty acids on selected oils extracted from gas chromatography test. 
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3.3 Surface Topography Analysis 
The shape of wear scar after each test was examined visually (Figure 6a). The 
specimen lubricated with MO produced a straight narrow wear scar with a shallower depth 
compared to specimens lubricated with vegetable oils. The additive packages that exist in 
MO could possibly act as a barrier in preventing deeper indentation of ball into the specimen. 
However, specimens lubricated with vegetable oils and their mixtures with additives showed 
catastrophic damage with the formation of wavy-shape scars and a wider width. The 
formation of wavy-shaped scars also could suggest that there was plastic flow due to plastic 
ratchetting on the contact surface during sliding as a result of the high contact pressure. Due 
to the smoother wear profile produced by MO specimens, it is unlikely that the test apparatus 
made a significant contribution to the wavy-shaped wear scar profile.  
 
Figure 6 - (a) Wear scar shape for all lubricated specimens and (b) Primary profile and surface waviness, Wa of 
specimens measured along the wear scar. 
Plastic ratcheting is likely to occur when the normal load applied is beyond the plastic 
shakedown limit (41). Ponter (41) described the relationship between Hertzian pressure to 
shear strength ratio and the COF (Figure 7). In this current study, the calculated Hertzian 
pressure was 1.7 GPa and the shear strength for GCI specimens was about 0.29 GPa (BS 
EN1561:2011). This yielded a Hertzian pressure-shear strength ratio of about 6. At COF = 
0.112 (values taken from the COF of soybean oil) and Hertzian pressure to shear strength 
ratio of more than 6, Ponter suggests that the material deformation will enter the plastic 
ratcheting region. This is shown by the red dotted line in Figure 7. Plastic ratchetting occurs 
when the applied load exceeds the plastic shakedown limit, in which the progressive plastic 




Figure 7 - The elastic, elastic shakedown, plastic shakedown and ratchetting region associated with Hertzian pressure, 
Po-shear strength ratio, K on coefficient of friction, f for sliding point contact (41). 
 
Figure 8 - The different forms of structural response to cyclic loading: (a) elastic, (b) elastic shakedown, (c) plastic 
shakedown and (d) ratchetting (42). 
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Although the vegetable oils exhibited poor performance in wear resistance at extreme 
contact condition, the addition of ZDDP additive in both PO and SBO has seen improvement 
in wear scar appearance in which narrower width of wear scars were produced. In order to 
further understand the characteristics of these wavy-shape wear scars, Figure 6b was plotted. 
This shows the primary profile of wear scars which represents the shape and depth of the 
worn surfaces measured by a two-dimensional profilometer along the wear scar. The surface 
waviness measurement was also recorded by altering the wavelength components of the 
primary profile (43). It can be seen that the shallowest profile and lowest surface waviness 
was from MO lubricated specimen (Wa = 1.40 m). A closer examination of Figure 6(b) for 
MO specimens revealed that there was some small variation in wear scar depth along the 
wear scar length nearly at point 1000, 3000 and 9000 µm. This indicates that the wavy-
shaped wear scar have started to form, but at a smaller magnitude due to plastic ratcheting as 
a result of high contact pressure. The highest surface waviness was from specimen lubricated 
with PO (Wa = 41.43 m). It should also be noted that the addition of ZDDP in vegetable oils 
(ZD:PO and ZD:SBO lubricants) has caused the formation of shallower wear scar and lower 
surface waviness value. However, deeper penetration was found on specimens lubricated 
with hBN:PO and hBN:SBO and it was noted that the penetration of wear scar depth 
produced was dependent on the relative position of the waves. Where there is a higher 
penetration of the ball into the flat specimens (as shown by hBN:PO specimens compared to 
PO and ZD:PO in Figure 6b), the peaks of waviness shift within the length of the wear scar. 
Figure 9a shows the surface roughness (Ra) measured across the wear scars of worn 
specimen (Figure 9b). It was noted that the MO lubricated specimen exhibited the lowest and 
more consistent surface roughness throughout the wear scar. However, for specimens 
lubricated with vegetable oils and vegetable oil-additive mixtures, the surface roughness 
varies along the wear scars. Higher roughness was recorded, especially at middle points 
(Middle 1(M1), Middle 2(M2) and Middle 3(M3)), compared to the MO specimen’s 
roughness. The higher surface roughness commonly leads to higher COF and this was shown 
by the specimen lubricated with hBN:SBO which recorded the highest COF and roughness. 
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Figure 9 - (a) Surface roughness of specimens across the wear scar at a point according to diagram in (b). 
3.4 Surface Morphology Analysis 
 The wear scar images of worn specimens taken at different points (Figure 9b) for all 
lubricants under optical microscope are shown in Figure 10. A more consistent appearance 
was seen for the MO worn specimen at each point compared to specimens lubricated with 
vegetable oils and vegetable oil-additive blends. Some pitting and spalling were found at end 
points (Front and Back) on the MO specimen indicating a different wear mechanism at the 
stroke ends (where velocity is zero, lowering the film thickness and promoting scuffing) of 
the reciprocating motion compared to the middle of the scar.  These wear mechanisms at the 
stroke ends are similar to those from a reciprocating sliding test for pin on twin (a cylinder 
contact on a cylinder perpendicularly) with steel material and fuel lubricated in which severe 
scuffing was reported (44). Detailed examination of MO worn specimens under SEM (Figure 
11) showed surface cracks and delamination suggesting fatigue wear.  
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Figure 10 - Optical microscope images of wear scars for all lubricants (20X magnification). 
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Figure 11 - Scanning electron microscopy (SEM) images (1000X magnification) and elemental analysis of wear scars for 
all lubricants. 
The main wear mechanism for specimens lubricated with vegetable oils and vegetable 
oil-additive mixtures was observed to be abrasive. This can be clearly seen by the abrasive 
scratch marks on the worn surfaces especially at the middle points of the wear scar (Figure 
10). It was also noted that at the stroke ends (Front and Back) more plastic flow can be seen 
on the surface which suggests that this occurred during the sliding process on the contacting 
surfaces. The addition of ZDDP in vegetable oils has seen a slight improvement on abrasive 
wear. Less abrasion with smoother surfaces wa  seen on ZD:PO (Figure 11d) and ZD:SBO 
(Figure 11e) specimens under detailed examination with SEM compared to their pure oil state 
(Figure 11b and 11c). Less abrasion was also seen in the specimen lubricated with hBN:PO 
and hBN:SBO (Figure 11f and 11g) with more surface fatigue likely to occur. 
Some burn-like marks (brownish colour) could also be seen mainly at middle points 
on the worn surface for all specimens lubricated with vegetable oils and vegetable oil-
additive mixtures (Figure 10). These marks possibly manifest as a result of the process of 
frictional heating caused by metal to metal contact which may raise the temperature at the 
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counterface. To support this idea, a calculation of surface temperature was performed based 
on the material properties and test parameters (45). The estimated surface temperature was 
then compared to the tempering colour of steel which indicates the brownish colour was 
likely to appear when the temperature was close to 200 C (46). It was found that for the SBO 
lubricated specimen, the total contact temperature was around 182 C. Based on this 
temperature, a good agreement was found between the colour of burn-like marks on worn 
specimens and the steel tempering colour. Thus, it is reasonable to suggest that the higher 
wear produced by vegetable oils and vegetable oil-additive mixtures compared to MO in this 
study were due to the breakdown of the lubricants. The burn-like marks were not observed 
with the mineral oil suggest that the antiwear additives were working efficiently with this oil 
to minimise metal to metal contact. 
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3.5 Elemental Analysis of Worn Specimens 
 EDX analysis was performed on worn specimens for all lubricants (Table 4). It is 
noted that the amount of oxygen and zinc that was detected on the specimens were 
distinguishable and this could be the best aspect in explaining the wear resistance result. The 
existence of oxygen could be related to retention of an oxide layer after the sliding process 
which led to the friction and wear reduction (47). The presence of zinc promoted the 
formation of a protective layer by creating a barrier to prevent metal to metal contact. Both 
oxide layer and zinc protective layer are important in minimising the metal to metal contact 
between contacting bodies (32, 48). 
 It was recorded that the amount of oxygen in the MO lubricated specimen was the 
highest (10.43 wt%) compared to others. This is associated with the lowest mass loss that the 
MO specimen produced. However, the amount of oxygen in the specimen lubricated with 
vegetable oils and vegetable oils-additive mixtures was not greatly retained. The amount of 
oxygen was slightly higher (1.43 wt%) found in the SBO lubricated specimen compared to 
the PO counterpart (1.17 wt%) and this was reflected in the result of the SBO wear 
performance, that was slightly better than PO. Although the oxygen detected in specimen 
lubricated with ZD:PO (2.25 wt%) and ZD:SBO (2.85 wt%) was higher than their pure oil 
state, they are about five orders of magnitude less than the oxygen amount detected in the 
MO lubricated surface and so higher wear was still produced. There were also a 
distinguishable amount of oxygen detected in hBN:PO (1.52 wt%) and hBN:SBO (1.71 wt%) 
compared to their pure oil state which presenting a slight wear reduction in their specimens. 
However, no boron compound was detected on the worn specimens which proves that the 
hBN particles have been flushed out in the lubricant during the sliding process. The 
relationship between the mass loss and the wt% of O and Zn is shown in Figure 12. It shows 
a non-linear relation between the mass loss and the weight % for both elements. Based on the 
graph (Figure 12), the small amount of zinc in weight % tremendously reduced the mass loss 




Figure 12 - Relation between the weight % of oxygen and zinc to the mass loss of specimens in relation to EDX analysis 
results in Table 4. 
 
3.6 Oil Viscosity Analysis 
Figure 13 shows the dynamic viscosity results measured at 40C and 100 C for fresh 
oil and used oil from the wear test rig. At both temperatures, the MO samples showed a 
higher viscosity compared to vegetable oils and vegetable oil-additive mixtures. As expected, 
all lubricants showed viscosity change with temperature (viscosity drops from a low to high 
temperature). However, the changes in viscosity over temperature for vegetable oils and 
vegetable oil-additive mixtures were found to be lower than from the MO sample. This low 
influence of temperature on viscosity for vegetable oils compared to MO suggests that the 




Figure 13 - Relation between the weight % of oxygen and zinc to the mass loss of specimens in relation to EDX analysis 
results in Table 4. 
The viscosity value for all used oils after the wear test did not significantly change 
which indicates that no oil thickening process occurs during a sliding test. It is also noted that 
the addition of additives in the vegetable oils have not caused any significant changes in the 
oil viscosity value. A higher wear rate was reported for a sliding test in lower viscosity 
lubricant oil (49). Thus, the lower value of viscosity in vegetable oils compared to MO 
sample could probably be the reason to the lower wear resistance of their lubricated 
specimens. The minimum film thickness formula (28) is dependent on the oil viscosity, 
where higher viscosity oil promotes higher film thickness. 
 
3.7 Oxidative Stability Analysis 
The results of oxidation stability tests for all lubricants performed by the RPVOT test 
rig are depicted in Figure 14. The peak pressure shows the maximum pressure that the 
pressurised oil with oxygen can achieve in the pressure vessel before the pressure drops. The 
oxidation time reflects the oxidation stability which can be defined as a time taken for an oil 
to start to oxidise. It was found that the MO sample showed the highest stability in oil 
oxidation (270 min) and recorded a higher peak pressure (200 psi) compared to the vegetable 




Figure 14 - Rotary pressure vessel oxidation test (RPVOT) result for mineral oil (MO), palm oil (PO), soybean oil (SBO) 
and their blends with additives. 
The lower oxidation stability that the vegetable oils have may cause their poor wear 
performance (50). The lowest oxidation stability and lowest peak pressure indicates that the 
oxygen, that was pressurised in the pressure vessel of the machine, has reacted more quickly 
with the oil. In pure oil state, SBO exhibited the lowest oxidation stability (20 min) with the 
lowest peak pressure (170 psi).The higher amount of unsaturated fatty acids in SBO 
compared to PO has made it more susceptible to oxidation. The higher unsaturated fatty acids 
in SBO compared to PO has made it more susceptible to oxidation.  The additions of 
additives in vegetable oils have led to an improvement in oxidation stability, especially in 
ZD:PO. This clearly indicates that the ZDDP was actively performing as an antioxidant agent 
in delaying the oxidation process in vegetable oils. The higher oxidation stability of ZD:PO 
could probably be the main factor that influenced to the reduction of wear. However, the 
oxidation stability of ZD:PO is relatively lower than the MO sample which recorded about 
50% less than the MO’s oxidation time.  
The higher oxidation stability of ZD:PO compared to ZD:SBO was influenced by 
their based oil performance. The pure PO has higher oxidative stability compared to pure 
SBO. The oxidation results for ZD:PO and ZD:SBO was also exhibited a similar trend 
(ZD:PO was higher than ZD:SBO). A slight improvement in oxidation stability was also seen 
in hBN:PO which is likely attributed to the small volume of mineral oil in the mixture that 
acted as a carrier fluid for the hBN additive. Mineral oil performed well in oxidation stability. 
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In addition, there is no evidence found in literature that the hBN may act as an antioxidant 
agent. 
 
3.8 Acid Number Analysis 
The acid number (AN) for all lubricants tested in the form of fresh oil, used oil from 
wear test rig and used oil from the RPVOT test rig is depicted in Figure 15. AN is a 
measurement of oil acidity that is to quantify the amount of pottasium hydroxide (KOH) in 
miligram needed to neutralise one gram of oil. Measurement of AN is important in lubricant 
studies in order the monitor the oil oxidation level (ASTM D664-11a).  
 
Figure 15 - Total Acid Number for Mineral Oil, Palm Oil, Soybean Oil and their blends with additives for fresh and used 
oils 
In an oxidised oil, the hydroperoxide which is formed during propagation stage, may 
form oxygenated compounds like aldehydes and ketone which then may react further to form 
organic acids with the existence of oxygen (51). It can be seen that the pure vegetable oils 
(PO and SBO) exhibited the lowest AN compared to MO and their vegetable oil-additive 
mixtures in fresh oil state. It is also noted the MO sample and vegetable oil-additive mixtures 
recorded a higher AN. All of the used oils from wear test rig have also shown an increase in 
AN. However, the AN values for used oils from the wear test rig were relatively small 
compared the AN after RPVOT. 
The higher AN value from fresh SBO (0.98 mgKOH/g) relative to PO (1.98 
mgKOH/g) is possibly due to the higher acidity of the free fatty acid that is inherent in 
 27 
unrefined oil (SBO). During the refining process most of the free fatty acids are removed 
(52). The higher AN in the MO sample and vegetable oil-additive mixtures could be 
attributed to certain additives like ZDDP that exist in lubricating oils that may increase the 
AN in a base oil (53). This was confirmed by the AN value of ZD:PO and ZD:SBO where 
significant increases in AN were seen when the ZDDP was added to pure PO and SBO. The 
highest AN recorded for oil samples taken from RPVOT test rig have confirmed that acids 
were produced during the oil oxidation process. This  reinforces the earlier notion that an 
oxidised oil has a higher AN than the fresh oil sample and that the oils have been oxidised or 
started to oxidise after the wear test. This may also have contibuted to higher wear in ZD:PO 
and ZD:SBO compared to MO as ZDDP is less efficient as antiwear agent when it reacts with 
the peroxy radical that builds up in oxidised oil (54). 
 
4. Conclusions 
From the results presented of experiments conducted at severe contact conditions involving 
vegetable oils and their blends with additives (combined together and summarised in Table 
5), the following conclusions can be drawn: 
 
 The addition of 2% ZDDP in vegetable oils did not influence the fatty acid 
composition in vegetable oils. However, this level of additive has led to a significant 
improvement in wear, friction and oxidation stability.  
 The amount of oxygen detected on worn specimens was found to be related to the 
amount of mass loss and the amount of zinc found on the worn surface was 
significantly related to the level of wear. 
 The oxidative stability of oil and the surface waviness of the worn specimens are the 
factors most strongly related to the mass loss of specimens. The level of change in 
surface roughness of the specimen in the wear scar region was dependent on the 
friction coefficient during a particular test. 
 The ZDDP was found to perform three tribological functions when used as an 
additive in vegetable oils: as an antiwear agent, as an antioxidant, and as a friction 
modifier.  
 Of the additive-vegetable oil mixtures, the ZD:PO oil provided the best friction 
reduction while the ZD:SBO provided the best wear resistance 
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 The tribological performance of vegetable oil-additive blends was dependent on the 
tribological performance of its base oil. 
 The function of hexagonal Boron Nitride as an antiwear additive is less effective 
when the particles size is greater than the surface roughness.  
 In view of the presence of molybdenum and zinc and their contribution to the 
performance of the MO, a combination of ZDDP with MoDDP or MoDTC additive 
should be considered for future work aiming to improve the tribological performance 
of vegetable oil. 
 Much more development needs to be done on formulating vegetable oil based 























































































































MO 0.65 0.093 1.4 0.06 12.32 270 2.24 0.9 10.43 781 43 
ZD:SBO 18.26 0.099 17.16 0.23 7.36 60 2.53 0.09 2.85 1129 0 
ZD:PO 24.99 0.095 29.08 0.24 7.98 140 1.98 0.03 2.25 1153 3 
hBN:SBO 37.72 0.116 30.88 0.38 7.08 20 1.21 - 1.71 65 357 
SBO 42.73 0.112 36.29 0.27 7.1 20 0.98 - 1.43 3 1 
hBN:PO 43.61 0.111 35.72 0.32 7.85 40 0.44 - 1.52 65 342 
PO 45.76 0.105 41.43 0.26 7.78 30 0.24 - 1.17 1 2 
Table 5- Summary of friction and wear results in relation to other experimental data 
 29 
References 
(1) Mobarak, H. M., Niza Mohamad, E., Masjuki, H. H., Kalam, M. A., Al Mahmud, K. A. H., 
H;HｷH┌ﾉﾉ;ｴが Mく ;ﾐS Aゲｴヴ;a┌ﾉが Aく Mく ふヲヰヱヴぶが さTｴW ヮヴﾗゲヮWIデゲ ﾗa Hｷﾗﾉ┌HヴｷI;ﾐデゲ ;ゲ ;ﾉデWヴﾐ;デｷ┗Wゲ ｷﾐ 
;┌デﾗﾏﾗデｷ┗W ;ヮヮﾉｷI;デｷﾗﾐゲがざ RWﾐW┘;HﾉW ;ﾐS “┌ゲデ;ｷﾐ;HﾉW EﾐWヴｪ┞ RW┗ｷW┘ゲ ンンが ヮヮく ンヴ-43. 
(2) Salih, N., “;ﾉｷﾏﾗﾐが Jくが Yﾗ┌ゲｷaが Eく ;ﾐS AHS┌ﾉﾉ;ｴが Bく Mく ふヲヰヱンぶが さBｷﾗﾉ┌HヴｷI;ﾐデ H;ゲWゲデﾗIﾆゲ aヴﾗﾏ 
chemically modified plant oils: ricinoleic acid based-デWデヴ;WゲデWヴゲがざ CｴWﾏｷゲデヴ┞ CWﾐデヴ;ﾉ Jﾗ┌ヴﾐ;ﾉ Αが ヱが ヮヮく 
128. 
(3) Campanella, A., Rustoy, E., Baldessari, A. and Baltanás, M. Aく ふヲヰヱヰぶが さL┌HヴｷI;ﾐデゲ aヴﾗﾏ 
IｴWﾏｷI;ﾉﾉ┞ ﾏﾗSｷaｷWS ┗WｪWデ;HﾉW ﾗｷﾉゲがざ BｷﾗヴWゲﾗ┌ヴIW TWIｴﾐﾗﾉﾗｪ┞ ヱヰヱが ヱが ヮヮく ヲヴヵ-254. 
(4) Reeves, C. J., Menezes, P. L., Jen, T.-Cく ;ﾐS Lﾗ┗Wﾉﾉが Mく Rく ふヲヰヱヲぶが さE┗;ﾉ┌;デｷﾐｪ デｴW デヴｷHﾗﾉﾗｪｷI;ﾉ 
performance of green liquid lubricants and powSWヴ ;SSｷデｷ┗W H;ゲWS ｪヴWWﾐ ﾉｷケ┌ｷS ﾉ┌HヴｷI;ﾐデゲがざ 
Proceedings of the 2012 STLE Annual Meeting & Exhibition, Missouri, USA, May 2012. STLE, Illinois, 
USA. 
(5) Rｷ┣┗ｷが “く Qく Aく ふヲヰヰΓぶが さA CﾗﾏヮヴWｴWﾐゲｷ┗W RW┗ｷW┘ ﾗa L┌HヴｷI;ﾐデ CｴWﾏｷゲデヴ┞が TWIｴﾐﾗﾉﾗｪ┞が 
Selection and Desigﾐがざ ヱゲデ ESｷデｷﾗﾐが A“TM IﾐデWヴﾐ;デｷﾗﾐ;ﾉが PWﾐﾐゲ┞ﾉ┗;ﾐｷ;が U“Aが I“BN ΓΑΒ-0-8031-7000-1. 
(6) “デ;Iｴﾗ┘ｷ;ﾆが Gく Wく ;ﾐS B;デIｴWﾉﾗヴが Aく Wく ふヲヰヱヴぶが さEﾐｪｷﾐWWヴｷﾐｪ デヴｷHﾗﾉﾗｪ┞がざ ヴデｴ ESｷデｷﾗﾐが 
Butterworth-Heinemann, Oxford, UK, ISBN 978-0-12-397047-3. 
(7) “ヮｷﾆWゲが Hく ふヲヰヰヴぶが さTｴW ｴｷゲデﾗヴ┞ ;ﾐS ﾏWIｴ;ﾐｷゲﾏゲ ﾗa )DDPがざ TヴｷHﾗﾉﾗｪ┞ ﾉWデデWヴゲ ヱΑが ンが ヮヮく ヴヶΓ-
489. 
(8) Eヴｴ;ﾐが “く )くが “ｴ;ヴﾏ;が Bく Kく ;ﾐS PWヴW┣が Jく Mく ふヲヰヰヶぶが さO┝ｷS;デｷﾗﾐ ;ﾐS ﾉﾗ┘ デWﾏヮWヴ;デ┌ヴW ゲデ;Hｷﾉｷデ┞ 
of vegetable oil-H;ゲWS ﾉ┌HヴｷI;ﾐデゲがざ IﾐS┌ゲデヴｷ;ﾉ Cヴﾗヮゲ ;ﾐS PヴﾗS┌Iデゲ ヲヴが ンが ヮヮく ヲΓヲ-299. 
(9) Fﾗ┝が Nく Jく ;ﾐS “デ;Iｴﾗ┘ｷ;ﾆが Gく Wく ふヲヰヰΑぶが さVWｪWデ;HﾉW ﾗｷﾉ-based lubricants-A review of 
ﾗ┝ｷS;デｷﾗﾐがざ TヴｷHﾗﾉﾗｪ┞ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ ヴヰが Αが ヮヮく ヱヰンヵ-1046. 
(10) J;┞;S;ゲが Nく Hくが N;ｷヴが Kく Pく ;ﾐS Aﾃｷデｴﾆ┌ﾏ;ヴが Gく ふヲヰヰΑぶが さTヴｷHﾗﾉﾗｪｷI;ﾉ W┗;ﾉ┌;デｷﾗﾐ ﾗa IﾗIﾗﾐ┌デ ﾗｷﾉ ;ゲ 
an environment-aヴｷWﾐSﾉ┞ ﾉ┌HヴｷI;ﾐデがざ TヴｷHﾗﾉﾗｪ┞ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ ヴヰが ヲが ヮヮく ンヵヰ-354. 
(11) CｴWWﾐﾆ;Iｴﾗヴﾐが Kく ふヲヰヱンぶが さA “デ┌S┞ ﾗa WW;ヴ PヴﾗヮWヴデｷWゲ ﾗa DｷaaWヴWﾐデ “ﾗ┞HW;ﾐ Oｷﾉゲがざ EﾐWヴｪ┞ 
Procedia 42, pp. 633-639. 
(12) Mahipal, D., Krishnanunni, P., Rafeekh, P. M. and Jayadas, Nく ふヲヰヱヴぶが さAﾐ;ﾉ┞ゲｷゲ ﾗa ﾉ┌HヴｷI;デｷﾗﾐ 
properties of zinc-dialkyl-dithio-phosphate (ZDDP) additive on Karanja oil (Pongamia pinnatta) as a 
ｪヴWWﾐ ﾉ┌HヴｷI;ﾐデがざ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ Jﾗ┌ヴﾐ;ﾉ ﾗa EﾐｪｷﾐWWヴｷﾐｪ RWゲW;ヴIｴ ンが Βが ヮヮく ヴΓヴ-496. 
(13) Farhanah, A., Syahrullail, S., M┌ゲ;が Mく ;ﾐS B;ｴ;ﾆが Mく ふヲヰヱヵぶが さMﾗSｷaｷI;デｷﾗﾐ ﾗa RBD P;ﾉﾏ 
KWヴﾐWﾉ ;ﾐS RBD P;ﾉﾏ “デW;ヴｷﾐ Oｷﾉ ┘ｷデｴ )DDP ;SSｷデｷ┗W ;SSｷデｷﾗﾐがざ J┌ヴﾐ;ﾉ TWﾆﾐﾗﾉﾗｪｷ Αヴが ヱヰが ヮヮく ヱヲヱ-126. 
(14) A┣ｴ;ヴｷが Mく Aくが T;ﾏ;ヴが Mく Fく ;ﾐS M;デ N┌ヴｷが Nく Rく ふヲヰヱヵぶが さP┞ゲｷI;ﾉ ヮヴﾗヮWヴデ┞ ﾏﾗSｷaｷI;デｷﾗﾐ ﾗa 
vegetable oil as bio-ﾉ┌HヴｷI;ﾐデ ┌ゲｷﾐｪ )DDPがざ ARPN Jﾗ┌ヴﾐ;ﾉ ﾗa EﾐｪｷﾐWWヴｷﾐｪ ;ﾐS AヮヮﾉｷWS “IｷWﾐIWゲ ヱヰが ヱヵが 
pp. 6525-6528. 
(15) Zahid, R., Masjuki, H., Varman, M., Mufti, R., Kalam, M. A., Gulzar, M. and Yunus, R. (2015), 
さCﾗﾏヮ;ヴｷゲﾗﾐ ﾗa デヴｷHﾗﾉﾗｪｷI;ﾉ ヮWヴaﾗヴﾏ;ﾐIW ﾗa ┣ｷﾐc dialkyldithiophosphate (ZDDP) in poly-alpha-olefin 
(PAO) and palm oil-H;ゲWS デヴｷﾏWデｴ┞ﾉﾗヮヴﾗヮ;ﾐW ふTMPぶ WゲデWヴがざ PヴﾗIWWSｷﾐｪゲ ﾗa M;ﾉ;┞ゲｷ;ﾐ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ 
Tribology Conference 2015, November 2015. Malaysian Tribology Society, Kuala Lumpur, Malaysia. 
(16) Pawlak, )く ふヲヰヰンぶが さTヴｷHﾗIｴWﾏｷゲデヴ┞ ﾗa ﾉ┌HヴｷI;デｷﾐｪ ﾗｷﾉゲがざ ヱゲデ ESｷデｷﾗﾐが EﾉゲW┗ｷWヴが AﾏゲデWヴS;ﾏが 
Netherlands, ISBN 0-444-51296-9. 
(17) B;ズが Hく ;ﾐS K;ヴ;H;I;ﾆが Yく Eく ふヲヰヱヴぶが さIﾐ┗Wゲデｷｪ;デｷﾗﾐ ﾗa デｴW WaaWIデゲ ﾗa Hﾗヴﾗﾐ ;SSｷデｷ┗Wゲ ﾗﾐ デｴW 
ヮWヴaﾗヴﾏ;ﾐIW ﾗa WﾐｪｷﾐW ﾗｷﾉがざ TヴｷHﾗﾉﾗｪ┞ Tヴ;nsactions 57, 4, pp. 740-748. 
(18) W;ﾐが Qくが Jｷﾐが Yくが “┌ﾐが Pく ;ﾐS Dｷﾐｪが Yく ふヲヰヱヵぶが さTヴｷHﾗﾉﾗｪｷI;ﾉ BWｴ;┗ｷﾗ┌ヴ ﾗa ; L┌HヴｷI;ﾐデ Oｷﾉ 
Cﾗﾐデ;ｷﾐｷﾐｪ Bﾗヴﾗﾐ NｷデヴｷSW N;ﾐﾗヮ;ヴデｷIﾉWゲがざ PヴﾗIWSｷ; EﾐｪｷﾐWWヴｷﾐｪ ヱヰヲが ヮヮく ヱヰンΒ-1045. 
(19) ÇWﾉｷﾆが Oくが A┞が Nく ;ﾐS GﾜﾐI┑が Yく ふヲヰヱンぶが さEaaect of nano hexagonal boron nitride lubricant 
;SSｷデｷ┗Wゲ ﾗﾐ デｴW aヴｷIデｷﾗﾐ ;ﾐS ┘W;ヴ ヮヴﾗヮWヴデｷWゲ ﾗa AI“I ヴヱヴヰ ゲデWWﾉがざ P;ヴデｷI┌ﾉ;デW “IｷWﾐIW ;ﾐS TWIｴﾐﾗﾉﾗｪ┞ 
31, 5, pp. 501-506. 
 30 
(20) Reeves, C. J., Menezes, P. L., Lovell, M. R. and Jen, T.-Cく ふヲヰヱヵぶが さTｴW ｷﾐaﾉ┌WﾐIW of surface 
roughness and particulate size on the tribological performance of bio-based multi-functional hybrid 
ﾉ┌HヴｷI;ﾐデゲがざ TヴｷHﾗﾉﾗｪ┞ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ ΒΒが ヮヮく ヴヰ-55. 
(21) T;ﾉｷHが Nくが N;ゲｷヴが Rく Mく ;ﾐS R;ｴｷﾏが Eく ふヲヰヱヵぶが さTヴｷHﾗﾉﾗｪ┞ Iｴ;ヴ;IデWヴｷゲデｷI ﾗa ｴBN ヮ;ヴデｷIﾉW as an 
;SSｷデｷ┗W ｷﾐ ﾏﾗSｷaｷWS ﾃ;デヴﾗヮｴ; ﾗｷﾉ ;ゲ ; ゲ┌ゲデ;ｷﾐ;HﾉW ﾏWデ;ﾉ┘ﾗヴﾆｷﾐｪ aﾉ┌ｷSゲがざ PヴﾗIWWSｷﾐｪゲ ﾗa M;ﾉ;┞ゲｷ;ﾐ 
International Tribology Conference 2015, November 2015. Malaysian Tribology Society, Kuala 
Lumpur, Malaysia. 
(22) Hﾗﾉﾉｷﾐｪｴ┌ヴゲデが Rく ふヱΓΑヴぶが さHｷｪｴ TWﾏヮWヴ;ture Lubrication Requirements of European Gasoline 
;ﾐS DｷWゲWﾉ EﾐｪｷﾐWゲ aﾗヴ C;ヴゲがざ “AE TWIｴﾐｷI;ﾉ P;ヮWヴ ΑヴヰΓΑンが ヮヮく ンヰヵΑ-3076. 
(23) Andersson, P., Tamminen, J. and Sandström, C.-Eく ふヲヰヰヲぶが さPｷゲデﾗﾐ ヴｷﾐｪ デヴｷHﾗﾉﾗｪ┞く A ﾉｷデWヴ;デ┌ヴW 
ゲ┌ヴ┗W┞くがざ ヱゲデ ESｷデｷﾗﾐが VTT TWIｴﾐｷcal Research Centre of Finland, Espoo, Findland, ISBN 951に38に6107に
4. 
(24) AくJく “ｴデ┌ヴﾏ;ﾆﾗ┗が Cく Rく Lくが Jヴく ふヲヰヰヲぶが さPヴWSｷIデｷ┗W Aﾐ;ﾉ┞ゲｷゲ ﾗa MWIｴ;ﾐｷI;ﾉ PヴﾗヮWヴデｷWゲ ｷﾐ 
CﾗﾏﾏWヴIｷ;ﾉ Gヴ;┞ Iヴﾗﾐがざ AﾏWヴｷI;ﾐ Fﾗ┌ﾐSヴ┞ “ﾗIｷWデ┞ ΓΓが Γヴが ヮヮく ヶヰΓ-615. 
(25) The Statistics Portal, http://www.statista.com/statistics/263937/vegetable-oils-global-
consumption/ accessed 13 Jun, 2016. 
(26) J┌ﾐｪが Mくが Yﾗﾗﾐが “く ;ﾐS Mｷﾐが Dく ふヱΓΒΓぶが さEaaWIデゲ ﾗa ヮヴﾗIessing steps on the contents of minor 
Iﾗﾏヮﾗ┌ﾐSゲ ;ﾐS ﾗ┝ｷS;デｷﾗﾐ ﾗa ゲﾗ┞HW;ﾐ ﾗｷﾉがざ Jﾗ┌ヴﾐ;ﾉ ﾗa デｴW AﾏWヴｷI;ﾐ Oｷﾉ CｴWﾏｷゲデゲ “ﾗIｷWデ┞ ヶヶが ヱが ヮヮく 
118-120. 
(27) PヴｷWゲデが Mく ふヲヰヰヰぶが さF;Iデﾗヴゲ ｷﾐaﾉ┌WﾐIｷﾐｪ Hﾗ┌ﾐS;ヴ┞ aヴｷIデｷﾗﾐ ;ﾐS ┘W;ヴ ﾗa ヮｷゲデﾗﾐ ヴｷﾐｪゲがざ TヴｷHﾗﾉﾗｪ┞ 
series 38, pp. 409-416. 
(28) BWヴﾐ;ヴSが Jく Hくが “デW┗Wﾐが Rく “く ;ﾐS Bﾗが Oく Jく ふヲヰヰヴぶが さF┌ﾐS;ﾏWﾐデ;ﾉゲ ﾗa aﾉ┌ｷS aｷﾉﾏ ﾉ┌HヴｷI;デｷﾗﾐがざ ヲﾐS 
Edition, Marcel Dekker, Inc., New York, USA, ISBN 0-8247-5371-2. 
(29) H┌デIｴｷﾐｪゲが Iく Mく ふヱΓΓヲぶが さTヴｷHﾗﾉﾗｪ┞ ぎ aヴｷIデｷﾗﾐ ;ﾐS ┘W;ヴ ﾗa WﾐｪｷﾐWWヴｷﾐｪ ﾏ;デWヴｷ;ﾉゲがざ ヱゲデ ESｷデｷﾗﾐが 
Butterworth-Heinemann, Oxford, UK, ISBN 9780340561843. 
(30) “ｷﾐｪWヴが Iく Lく ;ﾐS PﾗﾉﾉﾗIﾆが Hく ふヱΓΓヱぶが さF┌ﾐS;ﾏWﾐデ;ﾉゲ ﾗa aヴｷIデｷﾗﾐぎ ﾏ;IヴﾗゲIﾗヮｷI ;ﾐS ﾏｷIヴﾗゲIﾗヮｷI 
ヮヴﾗIWゲゲWゲがざ ヱゲデ ESｷデｷﾗﾐが “ヮヴｷﾐｪWヴ “IｷWﾐIW わ B┌ゲｷﾐWゲゲ MWSｷ;が H;ヴ┣が GWヴﾏ;ﾐ┞が I“BN 978-94-010-5249-8. 
(31) Bﾉ;┌が Pく Jく ふヱΓΒヱぶが さIﾐデWヴヮヴWデ;デｷﾗﾐゲ ﾗa デｴW aヴｷIデｷﾗﾐ ;ﾐS ┘W;ヴ HヴW;ﾆ-in behavior of metals in 
ゲﾉｷSｷﾐｪ Iﾗﾐデ;Iデがざ WW;ヴ Αヱが ヱが ヮヮく ヲΓ-43. 
(32) R;Hｷﾐﾗ┘ｷI┣が Eく ふヱΓヶΑぶが さL┌HヴｷI;デｷﾗﾐ ﾗa ﾏWデ;ﾉ ゲ┌ヴa;IWゲ H┞ ﾗ┝ｷSW aｷﾉﾏゲがざ A“LE Tヴ;ﾐゲ;Iデｷﾗﾐゲ ヱヰ, 
4, pp. 400-407. 
(33) PerkinElmer, 
http://www.perkinelmer.com/pdfs/downloads/FAR_AnalysisOfSoybeanOilUsingICP-OES.pdf 
accessed 20 November, 2016. 
(34) Nehal S. A and Amal M. N, http://www.intechopen.com/books/tribology-lubricants-and-
lubrication/lubricating-oil-additives accessed 15November, 2016. 
(35) Aヴ;H┞;ﾐが “くが K┌ﾉ;ｪｷﾐが Vくが L;ゲｴﾆｴｷが Vくが Oゲデ;ヮWﾐﾆﾗが “く ;ﾐS Kｴﾗﾉﾗﾏﾗﾐﾗ┗が Iく ふヱΓΒヶぶが さIﾏヮヴﾗ┗WﾏWﾐデ 
ﾗa ;ﾐデｷaヴｷIデｷﾗﾐ ヮヴﾗヮWヴデｷWゲ ﾗa ﾏﾗデﾗヴ ﾗｷﾉゲがざ CｴWﾏｷゲデヴ┞ ;ﾐS TWIｴﾐﾗﾉﾗｪ┞ ﾗa F┌Wﾉゲ ;ﾐS Oｷﾉゲ ヲヲが ヱヱが ヮヮく ヵΓヵ-
597. 
(36) T;┞ﾉﾗヴが Lく ;ﾐS “ヮｷﾆWゲが Hく ふヲヰヰンぶが さFヴｷIデｷﾗﾐ-enhancing properties of ZDDP antiwear additive: 
part IねaヴｷIデｷﾗﾐ ;ﾐS ﾏﾗヴヮｴﾗﾉﾗｪ┞ ﾗa )DDP ヴW;Iデｷﾗﾐ aｷﾉﾏゲがざ TヴｷHﾗﾉﾗｪ┞ デヴ;ﾐゲ;Iデｷﾗﾐゲ ヴヶが ンが ヮヮく ンヰン-309. 
(37) High Temperature Corrosion Centre (HTC) Chalmers University of Technology, 
http://fy.chalmers.se/~f10mh/Halvarsson/EM_intro_course_files/SEM_EDX%20Boron.pdf accessed 
20 November, 2016. 
(38) Mﾗヴｷﾐ;が Aくが NW┗ｷﾉﾉWが Aくが PヴｷWゲデが Mく ;ﾐS GヴWWﾐが Jく ふヲヰヰヶぶが さ)DDP ;ﾐS MﾗDTC ｷﾐteractions and 
their effect on tribological performanceにデヴｷHﾗaｷﾉﾏ Iｴ;ヴ;IデWヴｷゲデｷIゲ ;ﾐS ｷデゲ W┗ﾗﾉ┌デｷﾗﾐがざ TヴｷHﾗﾉﾗｪ┞ LWデデWヴゲ 
24, 3, pp. 243-256. 
(39) Canning, G., Fuller, M. S., Bancroft, G., Kasrai, M., Cutler, J., De Stasio, G. and Gilbert, B. 
ふヱΓΓΓぶが さ“ヮWIデヴﾗﾏｷIヴﾗゲIﾗヮ┞ ﾗa デヴｷHﾗﾉﾗｪｷI;ﾉ aｷﾉﾏゲ aヴﾗﾏ WﾐｪｷﾐW ﾗｷﾉ ;SSｷデｷ┗Wゲく P;ヴデ Iく Fｷﾉﾏゲ aヴﾗﾏ )DDPろゲがざ 
Tribology letters 6, 3-4, pp. 159-169. 
 31 
(40) Mｷﾐaヴ;┞が Cくが M;ヴデｷﾐが Jくが Eゲﾐﾗ┌aが Cくが LW MﾗｪﾐWが Tくが KWヴゲデｷﾐｪが Rく ;ﾐS H;ｪWﾐｴﾗaaが Bく ふヲヰヰヴぶが さA 
multi-technique approach of trｷHﾗaｷﾉﾏ Iｴ;ヴ;IデWヴｷゲ;デｷﾗﾐがざ Tｴｷﾐ “ﾗﾉｷS Fｷﾉﾏゲ ヴヴΑが ヮヮく ヲΑヲ-277. 
(41) PﾗﾐデWヴが Aく Rく “くが HW;ヴﾉWが Aく Dく ;ﾐS Jﾗｴﾐゲﾗﾐが Kく Lく ふヱΓΒヵぶが さAヮヮﾉｷI;デｷﾗﾐ ﾗa デｴW ﾆｷﾐWﾏ;デｷI;ﾉ 
ゲｴ;ﾆWSﾗ┘ﾐ デｴWﾗヴWﾏ デﾗ ヴﾗﾉﾉｷﾐｪ ;ﾐS ゲﾉｷSｷﾐｪ ヮﾗｷﾐデ Iﾗﾐデ;Iデゲがざ Jﾗ┌ヴﾐ;ﾉ ﾗa デｴW MWIｴ;ﾐｷIゲ ;ﾐS Pｴ┞ゲｷIゲ ﾗa 
Solids 33, 4, pp. 339-362. 
(42) Wｷﾉﾉｷ;ﾏゲが Jく Aく ふヲヰヰヵぶが さTｴW ｷﾐaﾉ┌WﾐIW ﾗa ヴWヮW;デWS ﾉﾗ;Sｷﾐｪが ヴWゲｷS┌;ﾉ ゲデヴWゲゲWゲ ;ﾐS ゲｴ;ﾆWSﾗ┘ﾐ 
ﾗﾐ デｴW HWｴ;┗ｷﾗ┌ヴ ﾗa デヴｷHﾗﾉﾗｪｷI;ﾉ Iﾗﾐデ;Iデゲがざ TヴｷHﾗﾉﾗｪ┞ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ ンΒが Γが ヮヮく ΑΒヶ-797. 
(43) Mｷデ┌デﾗ┞ﾗ ふヲヰヰΓぶが さFﾗヴﾏデヴ;IWヮ;Iﾆぎ “┌ヴa;IW TW┝デ┌ヴW P;ヴ;ﾏWデWヴ ふUゲWヴろゲ M;ﾐ┌;ﾉぶざく 
(44) Q┌が Jくが Tヴ┌ｴ;ﾐが Jく ;ﾐS Bﾉ;┌が Pく ふヲヰヰヵぶが さDWデWIデｷﾐｪ デｴW ﾗﾐゲWデ ﾗa ﾉﾗI;ﾉｷ┣WS ゲI┌aaｷﾐｪ ｷﾐ ; ヮｷﾐ-on-
twin fuel-lubricated test for heavy-S┌デ┞ SｷWゲWﾉ a┌Wﾉ ｷﾐﾃWIデﾗヴゲがざ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ Jﾗ┌ヴﾐ;ﾉ ﾗa EﾐｪｷﾐW 
Research 6, 1, pp. 1-9. 
(45) Bｴ┌ゲｴ;ﾐが Bく ふヲヰヰヰぶが さMﾗSWヴﾐ デヴｷHﾗﾉﾗｪ┞ ｴ;ﾐSHﾗﾗﾆがざ ヱゲデ ESｷデｷﾗﾐが CRC PヴWゲゲが BﾗI; R;デﾗﾐが U“Aが 
ISBN 0-8493-8403-6. 
(46) Wikipedia, https://en.wikipedia.org/wiki/Tempering_(metallurgy) accessed 22 June, 2016. 
(47) “デﾗデデが Fく Hく ;ﾐS WﾗﾗSが Gく Cく ふヱΓΑΒぶが さTｴe influence of oxides on the friction and wear of 
;ﾉﾉﾗ┞ゲがざ TヴｷHﾗﾉﾗｪ┞ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ ヱヱが ヴが ヮヮく ヲヱヱ-218. 
(48) T;┞ﾉﾗヴが Lくが Dヴ;デ┗;が Aく ;ﾐS “ヮｷﾆWゲが Hく ふヲヰヰヰぶが さFヴｷIデｷﾗﾐ ;ﾐS ┘W;ヴ HWｴ;┗ｷﾗヴ ﾗa ┣ｷﾐI 
Sｷ;ﾉﾆ┞ﾉSｷデｴｷﾗヮｴﾗゲヮｴ;デW ;SSｷデｷ┗Wがざ TヴｷHﾗﾉﾗｪ┞ デヴ;ﾐゲ;Iデｷﾗﾐゲ ヴンが ンが ヮヮく ヴヶΓ-479. 
(49) Carden, P., Pisani, C., Andersson, J., Field, I., Lainé, E., Bansal, J. and Devine, M. ふヲヰヱンぶが さTｴW 
Effect of Low Viscosity Oil on the Wear, Friction and Fuel Consumption of a Heavy Duty Truck 
EﾐｪｷﾐWがざ “AE IﾐデWヴﾐ;デｷﾗﾐ;ﾉ Jﾗ┌ヴﾐ;ﾉ ﾗa F┌Wﾉゲ ;ﾐS L┌HヴｷI;ﾐデゲ ヶが ヲが ヮヮく ンヱヱ-319. 
(50) M;ﾐﾐWﾆﾗデWが Jく Kく ;ﾐS K;ｷﾉ;ゲが “く Vく ふヲヰヱヲぶが さTｴW EaaWIデ ﾗa O┝ｷS;デｷﾗﾐ on the Tribological 
PWヴaﾗヴﾏ;ﾐIW ﾗa FW┘ VWｪWデ;HﾉW Oｷﾉゲがざ Jﾗ┌ヴﾐ;ﾉ ﾗa M;デWヴｷ;ﾉゲ RWゲW;ヴIｴ ;ﾐS TWIｴﾐﾗﾉﾗｪ┞ ヱが ヲが ヮヮく Γヱ-95. 
(51) CC Jensen A/S, 
http://www.cjc.dk/fileadmin/user_upload/pdf/News_Press/Press_Info/Oxidation_in_lubricant_base
_oils_The_Filter_2006.pdf accessed 20 November, 2016. 
(52) Kｷヴﾆが Rく Eくが OデｴﾏWヴが Dく Fく ;ﾐS “WｷSWﾉが Aく ふヲヰヰΒぶが さFﾗﾗS ;ﾐS FWWS TWIｴﾐﾗﾉﾗｪ┞がざ ヱゲデ ESｷデion, John 
Wiley & Sons, ISBN 978-0-470-17448-7. 
(53) “ﾗﾏ;┞;ﾃｷが Aく ふヲヰヰΒぶが さA ゲデ┌S┞ ﾗa デｴW ;ﾐデｷ┘W;ヴ HWｴ;┗ｷﾗヴ ;ﾐS ﾗ┝ｷS;デｷﾗﾐ ゲデ;Hｷﾉｷデ┞ ﾗa aﾉ┌ﾗヴｷﾐ;デWS 
┣ｷﾐI Sｷ;ﾉﾆ┞ﾉ Sｷデｴｷﾗ ヮｴﾗゲヮｴ;デW ｷﾐ デｴW ヮヴWゲWﾐIW ﾗa ;ﾐデｷﾗ┝ｷS;ﾐデゲがざ DﾗIデﾗヴ;ﾉ TｴWゲｷゲ ヲヰヰΒが TｴW Uﾐｷ┗Wヴゲｷデ┞ 
of Texas at Arlington, USA,  
(54) WｷﾉﾉWヴﾏWデが Pくが M;ｴﾗﾐW┞が Lく ;ﾐS H;;ゲが Cく ふヱΓΑΓぶが さTｴW WaaWIデゲ ﾗa ;ﾐデｷﾗ┝ｷS;ﾐデ ヴW;Iデｷﾗﾐゲ ﾗﾐ デｴW 
┘W;ヴ HWｴ;┗ｷﾗヴ ﾗa ; ┣ｷﾐI Sｷ;ﾉﾆ┞ﾉSｷデｴｷﾗヮｴﾗゲヮｴ;デWがざ A“LE Tヴ;ﾐゲ;Iデｷﾗﾐゲ ヲヲが ヴが ヮヮく ンヰヱ-306. 
 
